


MR831 Metal Detectors
Tailor-made for your packaging line, 
most versatile and fl exible in application



MR Metal Detectors
For all Line Confi gurations

Integration into the Thermoformer
The metal detector is fully integrated into the outfeed 

conveyor of the thermoformer, thus, being perfectly 

synchronised to the packaging cycle. Each complete 

format is detected. The space saving design includes 

the reject device, reject bin and safety covers. The 

integrated height adjustment of the infeed end war-

rants for optimal pack transfer and precise cut on the 

thermoformer.

Metal Detector for Multivac Convergers
Multivac convergers come with many thermoformers. 

The metal detector is integrated into the MBS100-300 

converger. This concept distinguishes itself by the 

space saving design and the detection of every indi-

vidual pack. The detected pack will be rejected by a 

drop fl ap. The integrated height adjustment of the 

infeed end warrants for optimal pack transfer and pre-

cise cut on the thermoformer.

In the food sector, consumer protection and safety are becoming increasingly signifi cant. HACCP, IFS and 

BRC are the important standards here. The demand for inspection methods, including those which can 

fi nd and reject contaminated products, has increased. With the metal detection systems MR 831 Multivac 

and MR are offering IFS-compatible, space saving and effi cient units for all kind of metal contaminations.

Integrated and Stand-alone

Metal detectors from Multivac and MR are available in 3 basic designs, offering the optimal solution for the 

customer’s application. They come fully integrated into the thermoformers and convergers from Multivac or

as stand-alone units to be used behind Multivac traysealers or with every packaging line. These systems 

are an integral part of the safety concept of Multivac lines.

The metal detectors being fully integrated into the thermoformers comes equipped with integrated height 

adjustment by crank. All metal detectors are compliant with the Multivac hygiene design.

Belt Width Length Reject

320-620 mm
to match the 
thermoformer

1100 mm* + 
length of format
(* approximate value, may 
be adapted to format size 
and throughput)

− drop fl ap, incl.
  reject bin
− Alarm & Stop

Belt Width Length Reject

300/400/500
650 mm to match 
the format size

1600 mm*
(* approximate value, may 
be adapted to format size 
and throughput)

- drop fl ap, incl.   
  reject bin
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MR831 - Metal detectors with conveyor
Full fl exibility in metal detection is achieved by these 

individual systems. The metal detector head is mounted

on a rugged conveyor. The belt widths are compliant 

with the most common fi lm widths being processed 

on Multivac machines. There is a large variety of con-

fi gurations available including different reject options.

MR831 Detection*
* approximate values to be verifi ed by product tests

Product Size Metal Detector MR831

Width up  to Height up to Model Conveyor Length PU Reject Options

290 mm 75 mm MD13512

1500 mm
290 mm

Alarm & Stop

100 mm MD13515 Air Blast

150 mm MD13520 Swivel Arm

200 mm MD13525 2000 mm Drop Belt

390 mm 100 mm MD14515
1500 mm

390 mm

Alarm & Stop

150 mm MD14520 Swivel Arm

200 mm MD14525
2000 mm

Drop Belt

225 mm MD14527

490 mm 100 mm MD15515
1500 mm

490 mm

Alarm & Stop

150 mm MD15520 Drop Belt

200 mm MD15525
2000 mm

250 mm MD15530

590 mm 100 mm MD16515
1500 mm

590 mm

Alarm & Stop

150 mm MD16520 Drop Belt

200 mm MD16525
2000 mm

225 mm MD16527

690 mm 100 mm MD17515
1500 mm

690 mm

Alarm & Stop

150 mm MD17520 Drop Belt

200 mm MD17525
2000 mm

225 mm MD17527

optional: PU Gurt optional:

1000 mm (FDA approved) Reject Bin (stainless steel)

1300 mm Reject Confi rmation

2500 mm Bin Full Sensor
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Aperure Height (mm)

Stainless steel

Non-Ferrous

Ferrous


